The Countryman Isomax 4

The Countryman Isomax 4 is an adjustable Omnidirectional gooseneck microphone designed for lectures, speech, houses-of-worship, boardrooms, schools and more. This version of the Isomax 4 features a 24" adjustable gooseneck, for quick, noise free microphone placement.

The capsule features a linear frequency response of 70Hz to 18kHz for accurate reproduction of vocals while minimizing low frequency noise and rumble. The omnidirectional pattern provides a generous pick up area. The pattern provides an even frequency response at the direct and off-axis sections of the microphone capsule. The microphone base features a standard XLR male connection with Active Vibration Isolation, which effectively minimizes mechanical noise.

Key Features

• 
Omnidirectional Polar Pattern

The omnidirectional pattern provides a generous pick up area. The pattern provides an even frequency response at the direct and off-axis sections of the microphone capsule.

• 
Active Vibration Isolation

The base of the microphone features a standard XLR male output connection and Active Vibration Isolation eliminates mechanical noise and surface noise.

• 
Linear Frequency Response

Optimized for vocal capturing, the linear frequency response accurately reproduces audio while minimizing low-frequency noise.

• 
Various Gooseneck Styles

The Countryman Isomax 4 podium microphones are available with different gooseneck lengths and flexibility types. This version features a 24" Top End Flexible gooseneck.

Transducer
Condenser

Polar Pattern
Omnidirectional

Frequency Response
70Hz - 18kHz

Dynamic Range (Typical)
not specified by manufacturer

Signal-to-Noise Ratio
not specified by manufacturer

Maximum Input Sound Level
120dB

Power Requirements
9V DC Phantom Power

Output Impedance
not specified by manufacturer

Output Connectors
3-pin XLR male

Pad
No

Low Frequency Roll-Off
No

Dimensions
Gooseneck size: 24"

Weight
not specified by manufacturer

